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Made by

Concerto Elegance enclosed 
vertical platform lift
The Terry Concerto Elegance offers an aesthetically 
pleasing solution to the problem of vertical wheelchair 
access up to a height of 12 metres in a wide variety 
of door and shaft configurations.

Whether outside or inside the innovative design ensures 
that special emphasis has been placed on the needs of 
both the lift user and the building owner in facilitating 
compliance with the current disability legislation.

This energy efficient lift meets 
the strictest European Standard 
EN 81:41 for safety
• Aesthetically pleasing simple design

• Easy to operate, tactile, illuminated user controls

• Wide selection of RAL colours and finishes available 
as an option

• Minimal builders work

• Self supporting structure available 

• Swing or telescopic doors

• Security options available e.g. Alarm button, stop button, 
own home communication system and a rescue system 
in case of power failure

Standard Specification

Application range: People with impaired mobility 
and Wheelchair users. Internal & External Locations

Safe working Load: 385kg - 500kg

Maximum travel: 12 Metres (12000mm)

Number of stops: 6

Pit depth: 100mm - 200mm

Rated speed: 0.15 metres per second

Power supply electrical requirements: 
3 phase 415v. Optional single phase

Lift mechanism:
Hydraulic - Machine room required. Optional cabinet

Rescue System in case of power failure

Shaft size: Car size: Door
SW x SD CW x CD opening: CO

1150 x 1150 800 x 900 700

1250 x 1250 900 x 1000 700  

1450 x 1450 1020 x 1210 800

1400 x 1450 1100 x 1200 800

1400 x 1650 1100 x 1400 800

1480 x 1670 1100 x 1450 800

1680 x 1570 1300 x 1350 900

1580 x 1820 1200 x 1600 900
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CO (Clear Opening)


